


Spouting Accessories
Spouting Accessories & Flipper Valves

PART # DESCRIPTION

xx-specify size when ordering

FSA-2WVAL-OS-XX 2 WAY OFFSET VALVE (less cable)

FSA-2WVAL-XX 2 WAY VALVE (less cable)

FSA-2WPAN-OS--XX 2 WAY OFFSET VALVE (less cable)

FSA-2WPAN-XX 2 WAY PAN VALVE (less cable)

FSA-3WVAL-XX 3 WAY VALVE (less cable)

FSA-3WPAN-XX 3 WAY PAN VALVE (less cable)

FSA-3WPEN-XX 3 WAY PENDULUM VALVE (less cable)

EGM-AIRC-002F 1∕8” CONTROL CABLE (per foot)

EGM-AIRC-002RL 1∕8” CONTROL CABLE (1000’ spool)

EGM-CLMP-002 1∕8” CABLE CLAMP (each)

EGM-WRTHIM-002 1∕8” CABLE THIMBLE (each)

EGM-FVWEIGHT FLIPPER WEIGHTS (each)

FSA-AFILR-XX IN LINE FLOW REDUCER (adjustable flow)

FSA-OFVAL-XX OVER FLOW VALVE

FSA-ACBOX-XX ADJUSTABLE CUSHION BOX (with flow control)

FSA-ILSTV-XX IN LINE STEAM VENT

FSA-TSLIPS-XX TUBE SLIP SLEEVE (TROMBONE)

FSA-2P-AELB-XX 2 PIECE ADJUSTABLE ELBOW & 3 CLAMPS

FSA-22.5ELBH-XX SINGLE 22.5 DEG. ELBOW

FSA-BCLAMP-XX BAND CLAMP

FL-XX FLANGE RING

FSA-ADPT-8R-6R 8” ROUND TO 6” ROUND

FSA-ADPT-10R-8R 10” ROUND TO 8” ROUND ADAPTER

XX – SPECIFY SIZE WHEN ORDERING (i.e. 06 FOR 6”)



ERECTION & GUYING MATERIALS

PART # DESCRIPTION

EGM-ANGLE-GAL
1 1/2” X 1 1/2” X 10ga, GALVANIZED ANGLE FOR ATTACHMENT/BRACING

(approx. 10’/spout required; sold in 10’ lengths)

EGM-ANGLE-BK
1 1/2” X 1 1/2” X 10ga, BLACK STEEL ANGLE FOR ATTACHMENT/BRACING

(approx. 10’/spout required; sold in 10’ lengths)

EGM-AIRC-002F 1/8” AIRCRAFT CABLE  (flipper valve control cable)

EGM-AIRC-002RL 1/8” AIRCRAFT CABLE /1,000’ spool

EGM-AIRC-003F 3/16” AIRCRAFT CABLE  (distributor control cable)

EGM-AIRC-003RL 3/16” AIRCRAFT CABLE /1,000’ spool

EGM-AIRC-004F 1/4” AIRCRAFT CABLE 

EGM-AIRC-004FL 1/4” AIRCRAFT CABLE /1,000’ spool

EGM-AIRC-006F 3/8” AIRCRAFT CABLE 

EGM-AIRC-006RL 3/8” AIRCRAFT CABLE /1,000’ spool

EGM-CLMP-002 1/8” CABLE CLAMP

EGM-CLMP-003 3/16” CABLE CLAMP

EGM-CLMP-004 1/4” CABLE CLAMP

EGM-CLMP-006 3/8” CABLE CLAMP

EGM-WRTHIM-002 1/8” CABLE THIMBLE

EGM-WRTHIM-004 1/4” CABLE THIMBLE

EGM-WRTHIM-006 3/8” CABLE THIMBLE

EGM-ANCSHK-007 7/16” ANCHOR SHACKLES

EGM-ANCSHK-010 5/8” ANCHOR SHACKLES

EGM-ANCSHK-100 1” ANCHOR SHACKLES

EGM-BUCK-00606 3/8" x 6” TAKE UP TURN BUCKLE

EGM-BUCK-00809 1/2” x 9” TAKE UP TURN BUCKLE

EGM-BUCK-01009 5/8” x 9” TAKE UP TURN BUCKLE

EGM-BUCK-01012 5/8” x 12” TAKE UP TURN BUCKLE

EGM-BUCK-01213 3/4” x 12” TAKE UP TURN BUCKLE



A B C
6" 80 104 128

8" 82 106 130

10" 84 108 132

12" 110 134 158

14" 112 136 160

SPOUT 

SIZE

DIMENSIONS ( IN INCHES )

SPOUTING, TRUSS KITS & CLAMPS

Part # Description

XX – specify diameter when ordering (i.e. 06 for 6”)

FSA-DNSPT-XX-14 14 GAUGE DOWNSPOUT

FSA-DNSPT-XX-12 12 GAUGE DOWNSPOUT

FSA-DNSPT-XX-10 10 GAUGE DOWNSPOUT

FSA-DNSPT-XX-03 3/16" GALVANIZED DOWNSPOUT

FSA-WOPCON-XX 10 GA GALV. WELD ON PIPE CONNECTOR*

FSA-TRUSS-SN-XX SINGLE TRUSS KIT (40’-60’; less cable)

FSA-TRUSS-TP-XX TRIPLE TRUSS KIT (60’-80’; less cable)

FSA-TRUSS-5W-XX FIVE TRUSS KIT (80’ – 100’, less cable)

FSA-SADCL-3-XX 3” WIDE SADDLE BAND CLAMP

FSA-SADCL-6-XX 6” WIDE SADDLE BAND CLAMP

* 6,8,10" Weld on pipe connectors are 12" long - 12,14" are 24" long.

Spouting comes in standard 20 ft lengths. 40 ft available upon request.

Cable required for single truss kits = 4 x spout length.

6” & 8” spout – use 1∕4” cable --- 6” & 8” 5 way truss uses 3/8” cable

10” & 12” spout – use 3∕8” cable --- 8” triple truss uses 3/8” cable


